LUBRICANTS RECOMMENDATIONS 



SHELL SEKIVU KABUSHII 

Koiurrigaseii Bldg., No. 2-5. 3 V 
Kaiurrigojeli Chiycdo-ku. ' 
Tokyo. Ja;on 
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We recommend the following Shell Lubricants for our machinery listed below 
and the lubricants are available in the world. 

KOKUBUN IRON WORKS CO., LTD. 

HAMAMATSU, JAPAN 


Type of Equipment 

Method of Application 

Lubricants Recommended 

BRAIDING MACHINES 

Race Ways & Carriers 

Hand 

Shell Tonna Oil 33 

Other Parts 

Hand 

Shell Tonna Oil 33 

Stauffer Cups 

Grease Packed 

Shell Alvania Grease 3 

BOBBIN WINDERS 

Plain Bearings 

Hand 

Shell Tellus Oil 33 

Spur Gear Cases 

Splash 

Shell Tellus Oil 33 

Bushes 

Hand 

Shell Tellus Oil 33 

Cam Boxes 

Oil Bath 

Shell Tellus Oil 33 


CAUTIONS FOR BETTER BRAIDS. 

1. Do not oil too much, and do not forget constant oiling. 

2. If you use fluffy yarn, please polish yarn guides on spindles 
once again with stiff cord. 
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Perfect Oiling Service 
for your Braiding Machine 



For new motor-car and autobicycle/ it is said most essential for life of engine 
to control high speed driving, and to keep new oil in engine mechanism. 

We can say this is just the same for Braiding Machine too. Inperfect oiling 
service will result in quick wear on following parts, and sometimes loss machine 
life itself ! 




1. Top plutc Angle will wear, and spi- 

ndles dn not slide correctly 
and smoothly 

2. Horn Gear Touching side of horn (with 

spindle lug) end bushing 
will wear, and it causes in- 
correct sliding of spindle. 

3. Spindle Web and lug will wear, and 

it induces wear of plate. 


4. Driving Pulley Pin will wear. 


5. Top & Bottom Metal Loss of vertica- 

lly on upright shaft will 
cause wear on Worm and 
Worm Gear, Driving Pulley 
Gears. 

6. Front & Rear Roller Irregular dri- 

ving speed will cause worse 
braids. 

7. Oil hole at Top Plate, Driving Gear, 
Driving Pulley, Pulley Bracket, Worm 
Gaer Brkt. , Roll Frame 

8. Bearing Surface & Gears at Upright & 
Cross Sliaft, Worm, Horn Gear, Clutch 
Bevel Gear, Change Gear 


<§► New Braiding Machine : Don’t forget to oil every other day during first 

one month. This period is most important for machine life infuture. 

•jfc Used Braiding Machine : A bit of oil has already permeated in the surface 

of every cast iron parts, but please don’t forget to keep oiling one to three 
times every week as much as contain minimum oil everywhere. 

SH* Additive oil for friction proof : For better oiling service, 10 to 20** of 

following additive oil is most easy and economical. It is more effective for 
our new Nylon carrier. 

Bardahl Additive Motor Oil 

(Bardahl Mfg. Corp., Wash., U. S. A. ) 

Wynn’s Friction Proof ting Oil 

(Wynn Oil Co., Calif., U. S. A. ) 

Above oiling service will follw long period of your profitable business 


KOKUBUN IRON WORKS, LTD 


Hamamatsu, Japan 


